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DoCRangeCatalogue

Product Code: PRC029 Luckinslive 394112442

Description: 6” T2 Pendant Set Without Rose

   

General Information

Dimensions (mm) 51 (Dia) x 84
Colour Polar White

Materials Body & Skirt: Urea Terminals: Brass
Terminal Screws: Steel & Yellow Passivated Cable Type: 2G H05V2V2-F
Internal Housing: Reinforced Nylon Springs: Spring Steel

Operating Voltage (AC) 250 Frequency (Hz) 50
Resistive Load Rating (A) 2

Pre-wired Cable Specification 2G 0.75mm² H05V2V2-F
Termination Type Screw

Ingress Protection IP20
Operational Temperature (°C) -5 to +40

Warranty (Years) 10

Standards BS EN 61184

Additional Information
For cleaning / polishing of products, use only a soft, dry, clean cloth.
Ensure that the mains supply is isolated before commencing installation and refer to the circuit diagram with the relevant product.

https://d2cq9zndfvtoz7.cloudfront.net/PRC029_DoC.pdf
https://web-assets-bucket.s3.eu-west-2.amazonaws.com/products/110/manual.pdf
https://web-assets-bucket.s3.eu-west-2.amazonaws.com/brochure/click_catalogue_14_spreads.pdf

